
Office of Environmental Cleanup 
United States Environmental Protection Agency 
Region 10 
1200 Sixth Avenue 
Seattle, WA 98101 

Under the authority of CERCLA Section 105 (d), as amended, the petitioner, 

Snoqualmie Community Action Network (SCAN), (Registered 50le (3) in the State of Washington 
, SCAN President 

 Fall City, WA 98024 

Scan_board@googlegroups.com 

Snoqualmie Community Action Network (SCAN) hereby requests that Region X of the United States Environmental Protection 
Agency conduct a preliminary assessment of the suspected threatened release of a ha7.ardous substance, pollutant, or 
contaminant al the following location: 

38800 SE Mill Pond Rd, Snoqualmie, WA 98065 
Township 24N, Range BE, Section 29 
Latitude, Longitude: 47.53765, -121.81141 
Tax Parcel 1D: 2924089009 and 3024089004 (uplands);2924089011, 2924089013, 2924089015, 2924089018, and 
3224089006 (Borst Lake) 

Petitioner is affected by the [release (or) threatened release] because: 

J am a resident of Fall City which is approximately down-river from the contaminated Site. The Department of 
Ecology identified the following contaminants at this Site: benzene, solvents, diesel, gasoline, phenolic compounds, PCB's, 
Polycyclic Aromatic Hydrocaroons. I have included the attached Site Hazard Assessment that was completed in August of 
2021 identifying this site as one of the most highly contaminated in the State of Washington. 

Were the Snoqualmie River to be contaminated, I will be at both short- and long-term health risk depending on exposure 
level via direct or indirect contacL There will be a risk to all water tables in Fall City and throughout the Snoqualmie River 
Valley which will impact my accessibility to clean drinking water. If the River is contaminated it will impact all farming 
activities in the Snoqualmie River Valley, of which I purchase some of my seasonal groceries from for me and my family. 

Type or characteristics of the substance(s) involved: 

See attached Cleanup Site Details document, provided by the Department of Ecology, State of Washington. 

Nature and history of any activities that have occurred regarding the release/threatened release: 

• See attached Site Hazard Assessment, provided by the Department of Ecology, State of Washington 
• State and local authorities you have contacted about the release/threatened release and the response, if any: 
• Department of Ecology: Completed the attached Sile Hazard Assessment, sent this to the City of Snoqualmie, notified 

them of the need lo follow Model Toxic Cleanup Act of Washington 
• City of Snoqualmie: Location of the contaminated site, has been notified of the Site Hazard Assessment, is cWTently 

evaluating proceeding with a new development at this location regardless of the contaminated identification made by 
DOE 

• King County of Washington State: Multiple King County employees have been notified of and involved in the 
information gathering and review of the potential development and the recent Site Hazard AssessmenL King County 
does not believe the FEJS related to the proposed development of this contaminated site is adequate (s1!1! attached) and 
participated in our FEIS appeal this Spring. The permit process for approval to move forward with the development is 
still pending 
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August 24, 2021 

Tom Sroufe & Mac Mcinnis 
Snoqualmie Mill Ventures LLC 
4119 E Lake Sammamish Pkwy SE 
Sammamish, WA 98075 
(tom@snogualmiemill.com & 
mac@snogualmiemill.com) 

Carol Wiseman 
Weyerhaeuser Company 
200 Occidental Ave S 
Seattle, WA 98104 
(carol.wiseman@weyerhaeuser.com) 

Monica Leers 
King County Parks & Recreation 
201 S Jackson St, Ste 700 
Seattle, WA 98104 
(monica.leers@kingcounty.gov) 

Re: SITE HAZARD ASSESSMENT: Facility Site ID 73953138 
Weyerhaeuser Snoqualmie Mill 
38800 SE Mill Pond Rd 
Snoqualmie, WA 98065 
Property Tax ID 2924089009 & 3024089004 (uplands); 
2924089001, 2924089013, 2924089015, 2924089018, & 3224089006 (Borst Lake) 
Cleanup Site ID I 0346 

Dear Tom Sroufe, Mac Mcinnis, Carol Wiseman, and Monica Leers: 

The Washington State Department of Ecology (Ecology) is writing to infonn you that the above 
referenced property was subject to a site haz.ard assessment (SHA) as required under the Model 
Toxics Control Act, on 8/20/2021. The site was determined to be contaminated with petroleum 
hydrocarbons, PCBs, PAHs, and phenols. The site's hazard ranking, an estimation of the 
potential threat to human health and/or the environment relative to all other Washington state 
sites assessed at this time, has been determined by Ecology to be a 1, where a I represents the 
highest relative risk and 5 the lowest. 

For your infonnation, Ecology will be publishing ranking of this, and other recently assessed 
sites, in the August 2021 Special Issue of the Site Register. The hazard ranking will be used in 
conjunction with other considerations in detennining Ecology's priority for future action at this 
site. 



Tom Sroufe, Mac Mcinnis, Carol Wiseman, and Monica Leers 
August 24, 2021 
Page2 

This report is available on Ecology's Weyerhaeuser Snoqualmie Mill webpage. To view the 
documentation Ecology has available electronically; on the right-hand side of the web-page, 
click on View Electronic Documents. 

As part of the SHA, Ecology has determined that the two cleanup sites (CSID 2049 & I 0346) 
should be combined into one site, keeping CSID 10346. More details can be found on page 2 of 
the SHA report. 

For inquiries regarding what may occur with your site now that it is on Ecology's Hazardous 
Sites List please contact me at (206) 594-0105 or donna.musa@ecy.wa.gov. 

Sincerely, 

Donna Musa 
Site Hazard Assessments 
Toxics Cleanup Program 

cc: Mark Hofman, City of Snoqualmie (mhofman@snogualmiewa.gov) 
Brandon Perkins, USEPA (perkins.brandon@epa.gov) 
Kim Wooten, Ecology (kim.wooten@ecy.wa.gov) 
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Cleanup Site ID: 10346 Facility,Slte ID: 73953138 USTID: 3915 stte Page She Documents VjewMa,p 

Cleanup Site Name: Weyerhaeuser Snoqualmie Mill ~lgssary 

Alternate Names: SNOQUALMIE MILLSITE, SNOQUALMIE MILLSITE WEYERHAEUSER, WEYERHAEUSER SNOQUALMIE, Weyerhaeuser 
Snoqualmie MIii, Weyerhaeuser Snoqualmie MUI, Weyerhaeuser Snoqualmie MiHsite 

LOCATION 

Address: 38800 SE MILL POND RO City: SNOQUALMIE Zip Code: 98065 County: King 

Latitude: 47.53713 Longitude: -121.81896 WRIA: 7 Legislative District 5 Congressional District 1 TRS: 24N BE 29 

DETAIL 

Sta!us: Cleanup Started NFA Received? No Is PSI site? No 

StaMe: MTCA NFA Date: N/A Current VCP? No PastVCP? No 

Site Rank: 1 - Highest Assessed Risk NFAReason: N/A Brownfield? No 

Site Manager: Northwest Region Responsible Unit Northwest Active Institutional Conttol? No 

CLEANUP UNITS 

Cleanup Unit Name UnltType Unit Status Resp Unit Manager I Current Process Unit - - -- -Weyerhaeuser Snoqualmie Mill Upland Cleanup Sraned NW Northwest Region Independent Action - --Borst Lake Sediment Awaiting Cleanup NW Northwest Region Independent Action 

ACTIVE INSTlTUTIONAL CONTROLS 

Instrument Type Restriction 
Restrictions/Requirements Date Recording Recording 

Tax Parcel Media Number County 
~ - -- _J_ -- .__ 

There are no current lnslibJUonal Controls in effect l'or this site. 
-

AFFECTED MEDIA & CONTAMINANTS 

MEDIA -
Contaminant SOIi Groundwater Surface Water Sediment Air Bedrock 
Benzene C C 

~ ± + Non-Halogenated 5011/ents C C 
-- - --Petroleum-Diesel C C 

- ~ --Petroleum-Gasoline C 
-

Phenolic Compounds C s 
-- --
Polychlorlnated biPhenyls (PCB) C 

-- -- - i--. 
Polycyclic Aromatic Hydrocarbons C 

-- . .._ l L.........-._ - - -Key: 
B - Below Cleanup Le-..el C - Confirmed Abow Cleanup Level RA - Remedialed-Above 
s - suspected R - Remediated RB - Remedlated-Below 

SITE Acnvmes 

Activity Status Start Date EndDatel 
Completion Date 

LUST - Notification Completed 9/6/1989 

Sile Discowry/Refease Report Received Compleled 9/6/1989 

LUST - Report Received Coll1Jleted 2/22/1990 

Toxics Cleanup Program Report Generated: 7/17/2.022 Page lof2 
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SITE ACTIVITIES 

Activity Stmus start Date End Datel 
completion Date 

Non-LUST Ind Report Received Completed 7/ll/1990 

Early Notice Lener(s) completed 7/1911990 

LUST - Report Recehled completed 4/26/1991 

LUST - Report Received Completed 6/16/1992 

LUST - Report Received Completed 12/21/1992 

Non-LUST Ind Report Received Completed 1125/2005 

LUST - Report Received Completed 3/912005 

LUST - Report Received COfl'4Jleted 3/9/2005 

LUST - Report Received COrf1)1eted 319/2005 

LUST - Report Received completed 3/9/2005 

Site Hazard Assessment/Federal Site Inspection Completed 9/18/2020 8/20/2021 

Hazardous Sites Lisling/NPL Compleled 8/23/2021 

Toxics Cleanup Program Report Generated: 1n.112022 Page2of2 
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Worksheet 1: Summary Score Sheet 

SITE NAME: Weyerhaeuser Snoqualmie Mill 

Cleanup Site ID: 10346 

Rank: 1 

Completed on 8/20/2021 for inclusion 

on the August 2021 Hazardous Sites List. Faclllty/Site ID: 73953138 

LOCATION OF SITE 

38800 SE Mill Pond Rd 

Snoqualmie, King County, WA 98065 

Townshlp24N, Range BE, Section 29 

Latitude, Longitude: 47.53765 , -121.81141 

Tax Parcel ID: 2924089009 and 3024089004 (uplands);2924089011, 2924089013, 
2924089015, 2924089018, and 3224089006 {Borst Lake) 

SITE DESCRIPTION 

Within Cu"entlv Defined Site Boundaries 

The Weyerhaeuser Snoqualmie MIii site (Site) Includes multiple existing areas of contamination related to the 
operation of a sawmill on the property for many years, under the Snoqualmie Falls Lumber Company and 
Weyerhaeuser names. 

Based on the information currently available In the Ecology site file, the Site Includes both upland areas and Borst 
Lake, which was used as a log pond during mill operations. A number of wetland areas have been Identified 
within the former mill property, though none are within the currently defined areas of contamination. 

The tax parcels included in the list above Include the areas of documented contamination discussed In more 
detall In the Site Characterization and Remediation section. This list may be updated as the Site continues 
through the MTCA cleanup process and more Information becomes available about areas of the former mill 
property that have not been included in previous investigations. 

SUMMARY OF MILL OPERATIONS 
The Snoqualmie Falls Lumber Company, a partnership between Weyerhaeuser and Grandin Coast Lumber 
Company, was formed In 1914. The Snoqualmie Falls Lumber Company became a branch of Weyerhaeuser 
Timber Company In 1948. Construction of the mill and company town began In June 1916. The mill was the 
second all-electric mill In operation In the United States. The first log was cut at the mill In November 1917. 
Additional buildings were constructed throughout the mill's lifetime to allow for the production of different products 
(for example, the Silvacel plant added In 1951 and plywood plant In 1959). The locations of buildings and notable 
equipment used as part of operations during the lifetime of the mill area are shown on Figure 2. 

The primary function of the mill was to process large logs from old growth timber. Production gradually 
decreased after World War II as supply of old growth timber declined. Operations in the plywood mHI ended In 
1989 after a fire burned down the building. The main sawmill operated until 1992. The last mill operations, 
including the wood finishing plant and dry kilns, ended in May 1993. Some of the mill structures have been 
removed. Bulldings remaining on the Site Include the Power Plant, a designated King County Landmark. 

The company town of Snoqualmie Falls thrived during early years of mill operation. Most of the residential areas 
were located outside of the mill property, to the east and north of the mlll. Residential occupancy of these areas 
ended In 1958. The last remaining homes were relocated across the Snoqualmie River at this time. The 
residential area occupied by the Japanese community of employees and their families was located on the 
southeastern portion of the mill property {see Figure 1). Residential use of this area ended In 1942 after the 
forced Internment of the Japanese residents. 

Borst Lake is located south of the upland portion of the mill property. It Is located In an oxbow of the Snoqualmie 
River and was excavated and enlarged for use in mill operations. Discharges from the upland mill operations 
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area into Borst Lake were covered by a National Pollution Discharge Elimination System {NPDES) permit from 
approximately 1992 to 2004. Water exits Borst Lake at the southeast, where It flows through an overflow channel 
and a culvert under Mill Pond Road before discharging to the Snoqualmie River. Historically, water level in Borst 
Lake was controlled by a weir located In the overflow channel. Recent reports have documented erosion near 
the weir, allowing water to flow around the weir. This new flow pathway results in a water level lower than what 
the weir would control. Snoqualmie Falls waterfall ls located approximately one mile downstream of the 
discharge point Into the Snoqualmie River. 

CURRENT USE OF THE PROPERTY 
Current uses of the former mlll property vary. The northeastern portion of the property Is utillzed by multiple 
companies {Hos Brothers Construction, Merrill & Ring, North Folk, Flatiron, Guard Well Boat & RV Storage). 
Uses vary by company, but generally Include staging of supplies and equipment DirtFlsh, a rally car drMng 
school, utilizes many of the roadways throughout the remaining area of the property and buildings In the 
southeastern portion of the property as part of their operations. The northwestern portion of the property Is 
vacant land, and is not used consistently as part of current actMties on the property. Borst Lake is not included 
In any of the current commercial uses of the property. 

There is a redevelopment proposed for the upland areas of the mill property. The redevelopment would occur In 
phases, with phase ! located In the northwest portion of the property. commercial, residential, and light 
industrial areas are included in the plans for the development. As of the time of this Site Hazard Assessment 
(SHA), the Planned Commercial/Industrial Plan for the project Is undergoing environmental review under the 
State Environmental Polley Act (SEPA) process. A draft Environmental Impact Statement for public and agency 
comment was published In April 2020. The final Environmental Impact Statement had not been published at the 
time this SHA was completed. 

SITE IDENTIFYING INFORMATION 
Multiple Ecology programs have worked with the Site during and since mill operations, and that is reflected In 
multiple Facility/Sile ID (FSID) numbers in Ecology's files (2274, 73953138, 1786557, 23262, 26568). As of the 
start of the SHA, two of these FSIDs were connected to contamination and Interactions with the Toxics Cleanup 
Program - 227 4 and 73953138. 

The Weyerhaeuser Snoqualmie cleanup site (FSID 73953138, CSID 10346), was created based on 
contamination reported to Ecology in 1989. This contamination was related to leaking underground storage 
tanks In the former fueling area The Weyerhaeuser Snoqualmie Mill cleanup site (FSID 2274, CSID 2049), was 
created in 1991 at the time of the report of a petroleum release In the Morbark chipper area. All reports of 
contamination related to mill operations since 1991 were Included In the Weyerhaeuser Snoqualmie Mill cleanup 
site file. 

Following a review of available Information as part of the SHA, Ecology determined that all contamination related 
to the mill facility Is best managed as one cleanup site, and the two existing sites were combined. All cleanup­
related information Is now included In one Weyerhaeuser Snoqualmie Mill site. The Identifying information 
presented at the start of this SHA reflects the combined site. Information on impacted media and contaminants 
In Ecology's cleanup site database has been updated as part of the site merge. This update only Impacts the 
cleanup site files, and does not change the Identifying Information used by other Ecology programs. 
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Historical Owners and Operators 

Ermn 
1914 

2010 

2010 

2015 

IQ 

2010 

present 

present 

present 

Area Surrounding the Site 

ewner/Operator 
Snoqualmie Falls Lumber 
Company, Weyerhaeuser 
Company 

sjte uses 
sawmill; last mill-related operations In 
1993; ownership transferred to 
Weyerhaeuser Real Estate Development 
Company In 2008 

Weyerhaeuser Real Estate continued ownership ot Borst Lake/log 
Development Company pond parcels {2924089011, 2924089013, 

2924089015,2924089018,3224089006) 

Snoqualmie MIii Ventures, ownership of upland parcels 
LLC (2924089006, 2924089009, 3024089001, 

3024089004, 3024089069, 3024089070); 
some commercial actMtles continue on 
Site, as described In the section above 

King County- Natural ownership of parcels (292408-9002, -
Resources & Parks 9003, -9022, -9023, -9028) on eastern 

edge of former mill property not included 
In current definition of Site; current use 
Includes office buHdlng and parking 
associated with DirtFlsh 

The Site Is located north of downtown Snoqualmie, on the north side of the Snoqualmie River. The area 
Immediately surrounding the Site Is primarily undeveloped land. North of the Site Is the CalPortland Snoqualmie 
Ready Mix and Aggregate Plant, a sand and gravel quarry. The Snoqualmie Water Reclamation Facility, where 
waste water Is treated for reuse In non-drinking water applications, and Girard Resources & Recycling, a 
landscaping supply company, are located west of the Site. 

King County Parks and Recreation has Identified parcels that are within or adjacent to the former mill property as 
potential acquisitions, as part of their plan to complete the existing Snoqualmie Valley Trail and create a new 
open space {Figure 3). The Snoqualmie Valley Trail Is a 31.5-mile regional trail that runs from Duvall to 
Rattlesnake Lake. The entire length of the trail corridor has been completed, with the exception of the 0.5-mlle 
section near the Site. Currently, trail users use existing roadways to travel through this area 

The Snoqualmie Water System uses groundwater wells as the source of drinking water. These wells are 
primarily located in two wellflelds, located north and south of the Site. The south wellfield Is located south of the 
Snoqualmie River. The Site Is In the modeled 5-year lime of travel zone for the water system wells. The drinking 
water wells are located at depths of 558 feet below ground surface (bgs) or deeper. The Special Considerations 
section below contains additional Information on how drinking water wells in the area were considered as part of 
the SHA scoring. 

SITE CHARACTERIZATION AND/OR REMEDIATION 

Areas of identified contamination are generally referred to In site reports and In this SHA by names Indicating 
their use during mill operations. The locations of most of these areas can be determined by using the mill 
structure names on Figure 2. Final cleanup levels have not been established for the Site at this point Cleanup 
levels mentioned In the text below are included to provide context to the selection of excavation areas or as 
screening levels that, when compared to data, Indicate further investigation and possible remedial action Is 
warranted. In some petroleum-contaminated areas, site reports Include site-specific cleanup levels. Ecology has 
not reviewed these values, and their mention should not be Interpreted as a determination that they are 
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appropriate for use at the Site. 

Site reports related to petroleum contamination often separate the petroleum into three categories: gasoline-, 
diesel-, and oil-range petroleum hydrocarbons. The distinctions are generally based on the carbon chain lengths 
of the components of the mixtures. This SHA uses the abbreviations TPH-G for gasoline-range petroleum 
hydrocarbons and TPH-Dx for the sum of diesel- and oil-range petroleum hydrocarbons, which are the 
categories for which there are established cleanup levels. Any references to TPH with no suffix refer to the total 
TPH concentration, either because an older analytical method was used that could not separate the total Into 
TPH-G and TPH-Dx or because the value is being compared to a calculated site-specific total TPH value. 

Groundwater sampling, unless otherwise specified in the text, refers to samples collected In the perched layer 
(also called the lnterflow network). Additional details on groundwater aquifers can be found below In the Special 
Considerations section. 

AREAS WITH LIMITED IN FORMATION 
HDR Engineering investigated the press pit area of the plyWood plant In July 1989. The press pit was a 
hydraulically operated piece of machinery. Soll in this area was contaminated with TPH above the cleanup level 
at the time of the Investigation (200 mg/kg). Groundwater conditions were not evaluated. Contaminated soil was 
excavated in July 1989. TPH concentrations In confirmation samples in the press pit area and near an adjacent 
diesel UST were reportedly below the cleanup level. Additional details of this excavation and sampling are not 
available in the Ecology site file. 

Sampling was conducted near Transformer 18 as part of the 2004 Delta Level II Environmental Site Assessment 
(ESA), after oil staining was noted on gravel and concrete near the transformer. This transformer was located on 
the east side of the common lumber shed. At the time of the initial sampling, the transformer was active. 
Additional soil and groundwater sampling was done In this area as part of the Level Ill ESA. Sampling results 
indicated TPH-Dx contamination was limited to shallow soil. 

The former vehicle wash pad area was Identified during the 2004 Delta Level II ESA as a potentially 
contaminated area, based on visual observations of soil staining In the area. At the time of this Investigation, the 
wash pad concrete was degraded and partially covered with soil. During operation, wash water collected on the 
pad, flowed to a sump that functioned as an oil-water separator, and then flowed to a drainage ditch. A soil 
sample collected from a visibly stained area on top of the degraded concrete contained TPH-Dx above the 
Method A cleanup level. Additional soil and groundwater samples were collected In this area as part of the Level 
Ill ESA. TPH-Dx In these soil samples was below Method A cleanup levels, but the groundwater samples were 
contaminated with TPH-Dx above the Method A cleanup level. 

The chip truck hydraulic lift area was also sampled during the 2004 Level II ESA after surface staining was 
noted. At the time of the sampling, the area consisted of layers of degraded concrete and asphalt with wood 
debris present. A soil sample was collected at a depth of 1 foot bgs near the hydraulic unit The TPH-Dx 
concentration In the soil sample was 1720 mg/kg. 

Woody debris Is noted Intermittently in shallow soils In reports from various areas of the Site. The only Identified 
large deposition area for woody debris Is a fill pile located In an area north of the former plyWood plant The only 
chemical evaluation of the debris pile was done on one soil sample collected during the 2004 Delta Level II ESA. 
The sample was collected from a depth of 3 feet bgs and analyzed for TPH-Dx. The TPH-Dx concentration was 
75 mg/kg, well below the current 2000 mg/kg Method A cleanup level. 

BOILER ASH FILL AREA 
Samples were collected from the area west of the former sawmill as part of the 2004 Level II ESA conducted by 
Delta. This area was identified as a potential area of boiler ash fill. Previous reports had Indicated that boiler ash 
had primarily been disposed of off-property. Samples Indicated elevated concentrations of arsenic and 
carcinogenic polycyclic aromatic hydrocarbons (cPAHs) In boiler ash fill. The Level Ill ESA estimated the area 
potentially impacted by boiler ash fill as 1.4 acres, or 6000 cubic yards of boiler ash fill when accounting for the 
fill depth (6 Inches to 3 feet). Currently, the powerhouse and area to the west are fenced off to limit exposures of 
humans or wildlife to any remaining boiler ash fill (Figure 15e). 
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BORST LAKE/LOG POND 
Borst Lake was used as a log pond during some periods of mill operation. Runoff from upland areas and plant 
outflows discharged to Borst Lake at multiple points, and the discharge was regulated under NPDES Permit No. 
WA-000173-2. The NPDES permit was actJve from approximately 1992 to 2004. Ecology conducted a Class II 
Inspection of the faclllty In February 1993 as part of the NPDES permit, which Included sampling of soil, 
sediment, and surface water. The majority of the water samples were collected from ditches or discharge points 
before water entered Borst Lake. Three sediment samples were collected within Borst Lake. Two were collected 
on the north side, near the outfalls from the mill, and the third was collected on the south side near the outlet to 
the overflow channel. Testing of the samples Included both chemical analysis and bloassays. Bloassays with 
Hyallela azteca showed significantly lower organism surviVal for samples SED-1 and SED-3 as compared to the 
control. Chemical analyses found considerable oil and grease in all three sediment samples. SED-2 had the 
highest concentration of volatile chemicals, specifically toluene at a concentration of 9800 ug/kg. Polycyclic 
aromatic hydrocarbons (PAHs) and phenols were also detected in all three sediment samples, with the highest 
concentrations in SED-1. Phenols are produced when wood waste degrades In sediment The description of the 
sediment samples In the inspection report Is brief, but specifically mentions the presence of sawdust/\Nood waste 
In SED-1 and SED-2. 

PES EnVironmental collected soil and sediment samples from the Borst Lake parcels in June 2020. Soll 
samples were collected from the former railroad alignment north and east of Borst Lake. Samples were 
collected from 11 locations (8-1 through B-11, Figure 4) aJong the former rail line at depths of 0-1 and 1-2 ft bgs. 
Five samples collected In the 0-1 ft bgs depth range were analyzed for TPH-Dx, semlvolatlle organic compounds 
(Including PAHs), and polychlorinated blphenyts (PCBs). TPH-Dx and PAHs were detected In multiple samples 
at concentrations below the screening levels included In the PES report 

Sediment samples (S-1 through S-3, Figure 4) were collected In approximately the same locations as the 1993 
Ecology samples with a similar numbering pattern (S-1 was collected near original location SED-1). Samples 
were taken from the top 6 Inches of the sediment core and analyzed for TPH-Dx, volatile organic compounds, 
semlvolatile organic compounds, and PCBs. At the time of sampling, the sediment in the sampled areas was 1· 
4 ft below the water surface. The report notes abundant root organics and pieces of wood present in the 
sampled sediment Overall, the chemicals detected In the 2020 samples were similar to the 1993 samples. 
Concentrations of the detected chemicaJs tended to be lower In the 2020 samples. TPH-Dx and PAH 
concentrations In the 2020 samples were below the applicable Sediment Management Standard chemical 
criteria based on protection of the benthic community (SMS criteria). Benzene, toluene, ethylbenzene, and 
xylenes (BTEX), a group of volatile organic compounds commonly associated with petroleum, were detected In 
all of the 2020 samples. SMS criteria have not been established for these chemicals. Phenols, specifically 3&4 
methylphenol, were present above SMS criteria In one sample. 

DIP TANK 1 AREA 
Delta first Investigated two areas where pentachlorophenol dip tanks were located during the 2004 Level Ill ESA. 
Two soil borings were completed In each former tank area (Olp Tank Area 1 and Dip Tank Area 2; see Figure 2), 
and two samples were collected from each boring. Samples were analyzed for pentachlorophenol, total 
tetrachlorophenols, and 2,4,5-trlchlorophenol. No chlorophenols were present above laboratory reporting limits In 
the samples from Dip Tank Area 2. Both boring locations In Dip Tank Area 1 had detectable concentrations of 
chlorophenols. The highest concentrations were In the sample collected at 10 feet bgs In location S7.l-2. This 
was the deepest sample collected at this location, so contamination may extend to deeper soils. The 
concentration of pentachlorophenol in this sample was 6.5 mg/kg. The current Method B cleanup level based on 
human direct contact with soil ls 2.5 mg/kg. 

Groundwater samples In Dip Tank Area 1 were collected by Delta as part of a 2005 Supplemental ESA. 
Pentachlorophenol and 2,3,4,6-tetrachlorophenol were only detected In the sample collected from location SBl-4 
(Figure 5). Groundwater In this location was 2 feet bgs at the time of sampling. 

LUMBER STRAPPING AREA 
The lumber strapping area was located on the west side of the shipping building, in the northern portion of the 
mm. Strapping is the step In the packaging process where lumber Is bundled together prior to shipping. The 
source of contamination in this area Is likely a hydraulic oil leak from the strapping equipment A soil sample 
collected from this area during the 2004 Level II ESA confirmed contamination with TPH-Dx. Additional soil and 
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groundwater sampling In this area was done as part of the Level Ill ESA. Sall contamination above cleanup 
levels was confirmed In these samples, as was groundwater contamination with TPH-Dx. Additional soil and 
groundwater samples were collected as part of a 2005 Supplemental ESA ta delineate the area of sail requiring 
remediation (Figure 6). 

MORBARK CHIPPER AREA 
Log chipping operations began In this area of the Site In the late 1960s. The Morbark chipping machinery 
included a canveyer that fed logs Into a debarker and chipper. The machinery was originally powered by diesel 
engines, but was converted ta electric power in 1976. A new debarker was installed In 1993. Chipping operations 
at the Site ended in September 1997, and the chipping machinery was removed in 1998. There were multiple 
features of normal operations of the machinery that may have contributed ta cantamlnatlon In this area, including 
a leak of hydraulic oil from the original debarker before Its replacement in 1993, lubrication of chains by pouring 5 
gallon buckets of oil directly an them, and washing of spilled ail off of the asphalt pad onto the ground ta the 
south and southwest of the chipper machinery. 

Petroleum contamination In the chipper area was reported ta Ecology In 1991, following a contamination 
Investigation by GeoEnglneers. Test pits around the chipper area Indicated soil contamination with TPH-Dx. 
Additional sampling ta determine the extent of contamination In the chipper area was done by Emcon In 1997. 
The results of this sampling are summarized In the 1998 Emcon Remedial Action Report The 1997 sampling 
event confirmed contamination with TPH-Dx In soil and groundwater In the chipper area 

Remediation was done by Emcon In 1998, after removal of the machinery. This included removal of the concrete 
foundation and asphalt pad that the machinery had been located on. The area of soil to be excavated was 
determined using a site-specific total TPH action level of 4400 mg/kg. Approximately 1386 tons of contaminated 
soil was removed from two areas (Figure 7) near the former machinery. The western excavation, near the lnfeed 
conveyor, extended to a depth of 6 feet bgs. Na groundwater was encountered in this excavation, and post­
excavation confirmation samples were collected from the sidewaJts and base of the excavation. The excavation 
In the debarker and chipper area extended to approximately 5 feet bgs, the depth at which groundwater was 
encountered. Due to the presence of groundwater, no base of excavation confirmation sample was collected. 
Following the initial excavations, only sample SW-5 contained TPH above the action level. Two additional 
excavations occurred in this area. Excavations stopped when they reached the adjacent storage bin building. 
The confirmation sample collected after the final excavation, sample SW-5-2, contained TPH above the action 
level. 

Emcan Installed five groundwater monitoring wells In September 1998, the week after soil excavations were 
completed. Groundwater was encountered between 3 and 7 feet bgs, above a silt layer that began at 
approximately 8 feet bgs. Groundwater TPH-Dx concentrations exceeded the Method A cleanup level at the time 
of the report in wells A-1 and A-5. The Method A cleanup level has since been lowered. TPH-Dx concentrations 
in A-2 and A-4 are also above the current cleanup level. Delta collected two soil samples from the northeastern 
edge of the 1998 excavation area as part of the 2005 Level Ill ESA, ta evaluate conditions near original sampling 
location SW-5. Concentrations of TPH-Dx in these samples were below the current Method A cleanup level. This 
report also references additional groundwater sampling in the area that documented concentrations of TPH-Dx 
below the Method A cleanup level; this data could not be found in Ecology's site file. 

PLYWOOD MILL TRANSFORMERS 
A fire on February 5, 1989 destroyed the plyNoad plant During the fire, falling debris damaged two transformers 
(Transformer 12 and Transformer 17; see Figure 8). Both transformers were filled with PCB-containing askarel 
fluid, which leaked Into the surrounding soil as a result of the damage sustained during the fire. Investigations 
into the extent of PCB contamination In soH and groundwater were conducted In February-April 1989 by HDR 
Engineering and Weyerhaeuser. Excavation of contaminated soil was done In June 1989. 

Excavation in the Transformer 17 area (T-17), in what was the central portion of the plyNood plant, began with 
the construction of a trench surrounding the contaminated area. The trench was 6 feet deep, which is the depth 
at which the clay layer was reached, and was lined with a neoprene liner. Approximately 3000 gallons of water 
were pumped out of the trench area during construction. Soil was excavated ta a depth of 2 feet bgs across the 
entire T-17 area, and remedial excavation proceeded in the northern portion of T-17 to a depth of approximately 
6 feet bgs. The northern portion Is where PCBs had been Identified In earlier sampling events. Confirmation 
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samples were taken from the floor of the excavation. After an overexcavation and re-sampling in one area, the 
excavation was filled with clean soil. All confirmation samples had a PCB concentration below 25 mg/kg, the 
cleanup goal for the excavation based on the US Environmental Protection Agency (EPA) PCB Cleanup Polley 
(Figure 8). 

Soll characterization In the Transformer 12 area (T-12) showed evidence of a spHI from the transformer during 
the fire and an earlier spill. Since the areas of contamination were co-located, remedlal activities addressed both 
releases. The first soil excavation In T-12 was done in June 1989. Confirmation sampling Indicated high 
concentrations of PCBs and co-located chlorinated benzenes, another component of the askarel, present In a 
small area of the excavation {approximately 5 feet by 5 feet). Due to concerns that deeper excavation could allow 
for transport of contaminants through the clay layer Into deeper groundwater (Snoqualmie River Shallow Aquifer, 
or Shallow Aquifer; see Special Considerations section for additional details on this aquifer), the excavation was 
stopped. A tarp was placed in the bottom of the excavation, the hole was filled with clean soil, and the excavation 
area was covered with plastic sheeting to limit rainwater infiltration. An additional subsurface Investigation was 
done In September 1989 to evaluate conditions below the clay layer. Based on the results, addillonal excavation 
In T-12 was done in October 1989. The excavation extended to a depth of 13 feet bgs, above the base of the 
clay layer (approximately 15 feet bgs). Results from samples collected at the base of the excavation confirmed 
that PCBs and chlorinated benzenes are present at elevated concentrations in the remaining soil in the day 
layer. 

Information on the PCB releases, investigation, and remedial actions were submitted to the EPA, who has 
regulatory authority over PCB releases under the Toxic Substances control Act {TSCA). Ecology and 
Environment, Inc. used this Information to complete a Preliminary Assessment and Hazard Ranking Score for 
the Site In February 1991. The Assessment and Score were based only on contamination In the PCB area, and 
not on any other documented contaminant releases on the mill property. After considering the results of the 
Assessment and Score, EPA did not recommend further action at the Site under the Comprehensive 
Environmental Response, Compensation, and Liability Act/Supertund Amendments and Reauthorization Act 
(CERCLA/SARA). An assessment of groundwater conditions in the Shallow Aquifer In the T-12 area was started 
by GeoEngineers, who installed four monitoring wells In August 1991, and was continued by Dalton, Olmsted, & 
Fuglevand, who installed four additional monitoring wells In May 1992. The wells were screened at depths 
between approximately 15 and 28 feet bgs. MW-1 through -4 were sampled In August 1991. MW-1, -3, -4, -5, -
6, -7, and -8 were sampled In May, August, and November 1992. Contamination was primarily present In the 
MW-2 sample, which had elevated concentrations of PCBs (430 ug/L) and chlorinated benzenes (200 ug/L 
tetrachlorobenzene, 22,000 ug/L trlchlorobenzene, and 29,800 ug/L total dichlorobenzenes). 

The 1992 Dalton, Olmstead, & Fuglevand investigation also included sampling of surface soils (up to 6 Inches 
bgs) in the area around the T-12 excavation. A geotextlle and soil cover had been Installed In this area In 
October 1991 (Figure 9), to decrease the chance that humans or wildlife would come In contact with PCB­
contaminated soils. Sampling results Indicate remaining areas of surface soil contaminated with PCBs above the 
current MTCA Method A cleanup level (1 mg/kg) in areas both beneath and outside of the geotextlle/soll cover 
(Figure 10). 

SAWMILL AREA 
The sawmill was built In 1916, and manufactured lumber from large cedar and fir logs unUI it was closed and 
demolished In 1989. After demolition, investigations of the areas where lubricant and hydraulic alls were used In 
the mill machinery identified two areas of petroleum contamination: the sash gang area and the log haul area. 
Approximately 1000 cubic yards of petroleum contaminated soil was excavated from these areas In January 
1990. Additional 1990 Investigations In the mill area refined the understanding of the extent of petroleum 
contaminated soil and added a third area of identified petroleum contamination, the powerhouse area. 
Contamination In the powerhouse area Is related to the presence of an electrical transformer (T-7). These 
additional Investigations also confirmed groundwater contamination with TPH. 

Delta Investigated the extent of contamination In the sawmill area as part of the 2005 Level Ill ESA. Based on a 
change In the Method A TPH cleanup levels between the 1990 and 2005 lnvestigatlons, the only area identified 
as having petroleum contaminated soil in need of additional remediation was the log haul area (Figure 11). 
Groundwater wells in this area were removed after sampling was done as part of the Level Ill ESA. 
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UNDERGROUNDANDABOVEGROUNDSTORAGETANKAREA 
Ten underground storage tanks (USTs) were removed from the Site In January 1989, In the area referred to as 
the former UST area or Area 1. The USTs held gasoline, diesel fuel, and lubrlcatlng alls. During removal of the 
USTs, 300 cubic yards of petroleum-saturated soils were removed. A follow-up Investigation in August 1989, 
lnvoMng soil sampling In 11 test pits, confirmed remaining soil contamination with TPH and BTEX. 

Olympus Environmental and HOR Engineering conducted the first remedial actions In the UST area In November 
1989. This Included the collection of additional soil and groundwater samples to get a better understanding of the 
extent of petroleum contaminated soil, as well as the excavation of approximately 700 cubic yards of 
contaminated soll. Contamination above the Method A cleanup levels at the time was left In place near the 
southeastern edge of the excavation, where a roadway limited the accessible area for excavation. Following 
excavation, soil was transported to a different Weyerhaeuser property for storage in lined containment cells. The 
excavated soils were treated using bloremediatlon in a land treatment unit Treatment occurred from June 1990 
to 1993, at which time the soll was evaluated, determined to be a Class 3 soil, and stockpiled for future use as 
road fill. 

During the November 1989 investigation, samples were also collected In the area of an above-ground storage 
tank (AST) southeast of the UST area. This area Is referred to as the AST area or Area 2 in site reports. The 
AST held road oil. Sampling Indicated petroleum contaminated soll was also present in the AST area, and HOR 
excavated soil In this area In November 1989. Approximately 600 cubic yards of contaminated soil were 
removed, transferred to lined containment cells, and treated In the same manner as soils from the UST area. 
Excavation of soil was limited by multiple structures In the area, and the excavation did not Include the full area 
of contamination. 

Groundwater conditions in the UST and AST areas were investigated beginning in March 1990. A total of 11 
monitoring wells were Installed by the end of 1990. Wells were sampled twice a year from 1991 to 1993 by 
Shannon & Wilson. TPH and BTEX were elevated In some wells In the UST area. TPH was elevated in some 
wells In the AST area. Lead was present above the Method A cleanup level at the time of sampling In wells from 
both the UST and AST areas. 

Emcon conducted sampling to investigate the extent of remaining contamination In the UST and AST areas In 
1997. These were the first samples in the UST and AST areas analyzed using the WATPH analytical methods, 
gMng results as TPH-G and TPH-Dx Instead of the total TPH value from earlier sampling events. TPH-G 
contaminated soils were identified south of the former UST area TPH-Dx contaminated soils were identified on 
the west and south sides of the previous excavation In the AST area. Groundwater results were similar to 
previous sampling events, with TPH-G, TPH-Dx, BTEX, and lead present In samples from some wells In the 
UST area and TPH-Dx and lead present in samples from some wells In the AST area In 1998, Emcon oversaw 
the removal of existing monitoring wells and Installation of a new monitoring wells. The original monitoring wells 
were mostly located In the Shallow Aquifer at a depth of approximately 12 feet bgs. Based on results Indicating 
that groundwater contamination In this area was primarily located in the perched layer, at approximately 6-8 feet 
bgs, the new wells were Installed In the perched groundwater layer. Samples of the new wells Indicated 
conditions consistent with previous sampHng events, with elevated benzene, TPH-G, and TPH-Dx In the UST 
area and elevated TPH-Dx in the AST area. 

Groundwater monitoring continued at least mice a year from 1998 through 2003. Results of this ongoing 
monitoring are Included in the 2004 Groundwater Monitoring Report prepared by Shaw Environmental. By the 
end of 2003, concentrations of TPH-G, TPH-Dx, and BTEX were consistently below the Method A cleanup levels 
with the exception of benzene In well Al-9. In an attempt to decrease the remaining benzene, oxygen releasing 
compound-filled socks were Inserted Into well Al-9. These socks were changed quarterly, In conjunction with 
groundwater monitoring in this well to monitor the effectiveness of the socks. Benzene concentrations in Al-9 
remained above the Method A cleanup level at the end of 2004, and the socks were discontinued as a 
remediation strategy since they had been Ineffective at decreasing the benzene concentration. 

Delta Environmental conducted additional soll and groundwater sampling In the UST area in 2005, with the goal 
of Identifying the area of soil with elevated concentrations of TPH-G or benzene that was contributing to the 
ongoing contamination in groundwater In well Al-9. The area of proposed soil excavation based on the results of 
this investigation Is shown below In Rgure 12. 
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Delta also conducted additional sampling In the AST area as part of the 2004 Level Ill ESA. Soll samples were 
collected from near the previous AST excavation area, as well as around the adjacent fuel oil storage building. 
Soll concentrations of TPH-Dx were elevated in an area extending south of the previous excavation (Figure 13). 
Free product was observed In some borings. A groundwater sample collected from boring S-3.1 contalned TPH­
Dx above the Method A cleanup level. 

2005 PETROLEUM CONTAMINATED SOIL EXCAVATIONS 
Additional remediation of petroleum contaminated soils from multiple areas discussed above - the sawmill, AST, 
lumber strapping, Morbark chipper, and UST areas -was done in 2005. Soil from these areas was excavated 
and stockpiled In the former planer mill and lumber sheds. stockpiles underwent landfarming, a remediation 
technique that encourages bloremediatlon to lower petroleum concentration in the soils. 

The excavation In the sawmill area removed approximately 13 cubic yards of soll and extended to a maximum 
depth of 10 feet bgs. In the AST area, the excavation removed approximately 6787 cubic yards of soil and 
extended to a maximum depth of 13 feet bgs. The lumber strapping area excavation extended to a maximum 
depth of 5 feet bgs and removed approximately 751 cubic yards of soil. In the Morbark chipper area, 
approximately 1500 cubic yards of soil were removed from the excavation, which extended to a maximum depth 
of 5 feet bgs. The UST area excavation removed approximately 6787 cubic yards of soil and extended to a 
maximum depth of 13 feet bgs. 

Site specific Method B cleanup levels, proposed for each indMclual area In the report, were used to determine 
which landfarmed soils were In compliance and could be reused on the property. Landfarmlng was ended In 
December 2006, at which time 10,136 cubic yards of soil {89% of the total excavated volume) was deemed 
suitable for reuse. Soll resistant to treatment with landfarmlng had come from the Lumber Strapping area. Soll 
unsuitable for reuse was disposed of off-site at a landfill. 

The only detalled information In the Ecology site file on this remedial action Is included In a report submitted as 
part of the King County grading permit for the work. Since the report was prepared for that purpose and not for 
submission to Ecology, it Is missing some of the Information normally Included in cleanup reports (analytical 
results from soil samples, figures showing excavation boundaries, details on derivation of site specific TPH 
concentrations used to determine which soils were acceptable for reuse, etc.). With these information gaps, it Is 
unclear how much petroleum contaminated soll remains In these areas. 

ADDITIONAL INFORMATION COLLECTED BY THE SITE HAZARD ASSESSOR 

The Assessor visited the Site on April 7, 2021. The visit focused on previously Identified areas of contamination 
In the upland portion of the Site. The owners of this part of the Site and their environmental consultant were 
present for the visit. Generally, no visual evidence of contaminated areas was present on the ground surface, as 
would be expected from the subsurface location of the previously identified contamination. The areas are 
generally covered In vegetation (areas not currently used for commercial operations) or gravel (areas used for 
commercial operations). Two areas are fenced to limit contact of humans and wildlife with shallow soil 
contamination - one near T-12 and the other In the boiler ash fill area. These areas are visible In photos taken 
during the visit (see Figure 15). 

SPECIAL CONSIDERATIONS 

Checked boxes indicate routes applicable for Washington Ranking Method (WARM) scoring 

~ Surface Water 

Contamination has been documented in sediment in Borst Lake. 

C Air 

Contamination Is located In the subsurface, and vapor intrusion Is unlikely based on distance between 
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areas of contamination and enclosed structures. 

~ Groundwater 

Documented groundwater and/or soll contamination In multiple areas. 

GROUNDWATER AQUIFERS ON AND NEAR THE SITE 
While there Is limited Information on groundwater In the site reports focused on contamination, additional 
information Is available on the groundwater aquifers on and near the Site, as summarized in the Associated Earth 
Sciences, Inc. (AESI) Soll, Geology, Groundwater and Geologic Hazards Report. The following are the aquifers 
of Interest, from shallowest to deepest, Identified on or near the Site In this report. 

The lnterflow network is shallow groundwater located generally In the uppermost fill soils. This Is also referred to 
as perched groundwater In some of the reports about contamination Investigations. Groundwater in this layer Is 
discontinuous and will not support production wells so Is not considered an aquifer In the AESI report. Most of 
the groundwater analyzed for contamination on the Site to date comes from this layer. 

The Snoqualmie River Shallow Aquifer (Shallow Aquifer) Is also fairly shallow (less than 50 feet bgs) and 
discontinuous. There is a groundwater divide that crosses the Site - north of this line, groundwater in this aquifer 
flows to the north and connects with the Tokul Creek Delta Aquifer In the subsurface. south of the dMde, 
groundwater flows generally to the south toward Borst Lake and the Snoqualmie River. This Is the deepest 
groundwater with existing data for the Site, including the "deep• aquifer samples in the T • 12 area and some wells 
in the UST/AST area Contaminated groundwater was Identified In the Shallow Aquifer samples. During slug 
testing conducted by AESI, the aquifer behaved as a confined system. Modeling suggests the aquifer may 
behave as an unconfined system depending on seasonal water levels. 

The Tokul Creek River Aquifer Is located on the north end of the former mill property and further north. It ls 
connected to the Shallow Aquifer, but testing shows limited connection to the deeper aquifers. Groundwater 
flows to the northwest, where It discharges to Tokul Creek via springs. 

The Pre-Fraser Aquifer Is separated from the aquifers above and below It by fairly thick low permeability soil 
layers. In the southern area of the mill, approximately 160 feet of low permeability clay separates the Snoqualmie 
River Shallow Aquifer from the Pre-Fraser Aquifer (Figure 14). The low permeability layer between the Pre­
Fraser and Deep Aquifers Is estimated at 50-100 feet, though based on connectivity between these two aquifers 
that layer Is likely discontinuous. There are not enough wells In this aquifer to confirm groundwater flow direction, 
but Is likely to the northwest 

The Deep Aquifer Is the primary aquifer of concern for possible groundwater target scoring, based on the location 
of many Group A and B wells In this aquifer. This includes the City of Snoqualmie Water System wells, which are 
located at least 550 feet bgs. Only 5-10% of the water In the aquifer comes from recharge within the 10-year 
time of travel area, with the rest coming from farther upgradient The groundwater flow In this aquifer is to the 
northwest. 

While the low permeability layers menUoned above are Identified based on water movement, the clay and silt 
present in these layers would also slow contaminant migration, as organic contaminants are more likely to sorb to 
clay and silt than they are to sand and gravel In the higher permeability layers. 

GROUNDWATER SCORING GUIDANCE 
The WARM Scoring Manual Indicates that the assumption for scoring is that all groundwater aquifers are 
connected, unless "site documentation clearly indicates otherwisen. The AESI report provides more information 
on aquifer connectivity than is available for many sites at the time of WARM Ranking. The Assessor, In 
consultation with an Ecology hydrogeologlst, considered multiple lines of evidence from the information in the 
AESI report when determining how to score the groundwater target questions. Lines of evidence included: 

a) Depth and thickness of low permeability layers between aquifers. 
b) Limited connectivity between the Shallow Aquifer and any other aquifer, outside of area north of Site where it Is 
connected to the Tokul River Delta Aquifer. 
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c) Shallow Aquifer flow direction on Site toward surface water (Borst Lake and Snoqualmie River), combined with 
information on aquifer connectivity to surface water and surface water proximity. 
d) Low percentage of Deep Aquifer recharge attributable to the entire area covered by the 10-year time-of-travel 
zone, indicating limited connectivity to other aquifers in the area of the Site. 

The sum of this evidence was sufficient to demonstrate that groundwater target scoring should be based on 
conditions in the Shallow Aquifer. Note that Including wells In the deeper aquifers In scoring would not change 
the overall site rank. This groundwater evaluation only pertains to SHA scoring, and does not eliminate the need 
for further sampling and Investigation to evaluate current groundwater conditions in order to assess compliance 
with MTCA groundwater cleanup levels. 

ROUTE SCORES 

Surface Water/ Human Health: 35. 7 

Air/ Human Health: 

Groundwater/ Human Health: 49.4 

Surface Water/ Environment: 34.9 

Air/ Environment 

overall Rank: 1 
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-- DEPARTMENT OF 

~:,;, ECOLOGY 
State of Washington 

SITE HAZARD ASSESSMENT 
Worksheet 2: Route Documentation 

SITE NAME: Weyerhaeuser Snoqualmie Mill 

Cleanup Site ID: 10346 

Facility/Site ID: 73953138 

1. SURFACE WATER ROUTE 

Ust those substances to be considered for scoring: 

BTEX, TPH-Dx (as naphthalene), PAHs (as benzo(a)pyrene), phenol, 3&4-methylphenol 

Explain the basis for choice of substances to be used in scoring: 

Substances considered for scoring were present at elevated concentrations In at least one sampling 
event The substances selected for scoring were toluene, phenol, and 3-methylphenol. Toluene was 
the BTEX substance present In the highest concentration In the 2020 samples, and was selected to 
represent that group of substances. Based on the decrease In concentration between the 1993 and 
2020 sampling events, TPH-Dx and PAHs were eliminated from the short 11st of substances used for 
scoring. 3&4-methylphenol were present above SMS criteria In 2020 samples, and 3-methylphenol 
was selected as the substance for scoring. Phenol concentrations were high In 1993 samples, but 
below detection limits In 2020 samples. 2020 detection limits were above the SMS criteria, however, 
so these results do not definitively confirm that phenol ls present below the applicable criteria Phenol 
was, therefore, conservatively retained on the 11st of substances for scoring. 

Ust those management units to be considered for scoring: 

sediment 

Explain basis for choice of unit to be used in scoring: 

Borst Lake sediments were used for scoring, based on contact with surface water and lack of any 
documented remedial actions since the sampling confirmed sediments were contaminated. 

2. AIR ROUTE 

Ust those substances to be considered for scoring: 

not scored 

Explain the basis for choice of substances to be used in scoring: 

List those management units to be considered for scoring: 

Explain basis for choice of unit to be used in scoring: 

3. GROUNDWATER ROUTE 

List those substances to be considered for scoring: 

TPH-G (as benzene), TPH-Dx (as naphthalene), arsenic, pentachlorophenol, tetrachlorophenol, 
PCBs, tetrachlorobenzene, trlchtorobenzene, dlchlorobenzene 

Explain the basis for choice of substances to be used In scoring: 

Substances considered for scoring in each management unit were those documented to be present 
above screening levels (MTCA Method A or B cleanup levels for unrestricted land use). The 
management unit used for scoring was selected using Worksheet 3. Substances used for scoring 



DEPARTMENT OF 

~~~9~2~X 
SITE HAZARD ASSESSMENT 

Worksheet 2: Route Documentation 

are those present In the selected management unit 

List those management units to be considered for scoring: 

Sawmill, UST/AST, Plyvvood MIii, Lumber Sheds, Morbark Chipper, and Dip Tank. See Worksheet 3 
for more details on areas of contamination included in each unit 

ExplaJn basis for choice of unit to be used In scoring: 

The Sawmill was selected as the unit used In scoring. Since the Sawmill and Plywvood Mill areas 
received the same subscore on Worksheet 3, the maximum mobility value for each area was used to 
make a final selection (3 for Sawmill, 2 for Plyvvood MIIQ. The short list of contaminants from the 
Sawmill was used to score toxicity, mobility, and containment. An estimate of total contaminated soil 
In all considered units was used to score substance quantity. 



Worksheet3 
Substance Characteristics Worksheet For Multiple Unit/Substance Sites 

Site Name: Weyertiaeuser Snoqualmie Mill 
CSJO: 10346 

1. Surface Water Route: Only one unit (Borst Lake sediment) was considered for this route. 

2. Air Route: Route not scored. 

3. Groundwater Route: 

Unit Considered for Sawmill UST/AST Plywood MIii Lumber Sheds Morbark Chipper Scoring: 

Areas described in 
Worksheet 1 - Site 

sawmill petroleum T-12, T-17, lumber strapping, Characterization and UST area, AST area Morbark chipper 
Remediation Included in areas, boiler ash area press pit T-18 

the unit: 
PCBs, 

Substance(s): 
TPH-Dx, PAHs, TPH-G, TPH-Dx, tetrachlorobenzene, TPH-Dx TPH-Dx 

arsenic benzene trichlorobenzene, 
dichlorobenzene 

Human Toxicity Value: 12 8 12 5 5 
Containment Value: 10 10 10 10 10 

Dip Tank 

dip tank area 1 

pentachlorophenol, 
tetrachlorophenol 

10 
10 

Rationale: all units have documented soil and/or groundwater contamination, resulting in a maximum containment score (10) 
Groundwater Subscore 165 121 165 88 

Based on the highest scoring toxicity/containment combinations, the following management units wlll be used for route scoring: 

Surface Water: Borst Lake/log pond 
Air: not scored 

Groundwater: Sawmill. See Worksheet 2 for explanation of final selection. 

88 143 



CSID:10346 

Site: Weyerhaeuser Snoqualmie Mill 

1.0 SUBSTANCE CHARACTERISTICS 

1.1 Human Toxicity 

Worksheet4 
Surface Water Route 

Drink. Wat. Stnd. Acute Toxicity Chronic Toxicity Carcinogenicity 

Value Value 
Substance (µg/L} Score (mg/kg) 

toluene 1.0E+03 4 5.0E+03 
3•methylphenol - X 2.4E+02 
phenol 4.0E+03 2 1.0E+01 
Maximum score: 10 

Bonus points: 

Source: WARM Toxicity Database 

1.2 Environmental Toxicity 

Freshwater: X 

Marine: 

Substance 

toluene 
3-methylphenol 

phenol 

Acute Water 
Quality Criterion 

Value 
(µg/L) Score 

1.75E+04 2 

X 
X 

Adj. CPFo 
Value (risk/mg/kg• 

Score (mg/kg/day} Score day) Score 

3 8.0E·02 1 - X 
5 5.0E·02 1 - X 
10 3.0E·01 1 - X 

Human Toxicity Score: 

Range: 1-12 

10 

Maximum score: 2 Environmental Toxicity Score: 2 
Source: 

1.3 Substance Quantity 

Amount: 

Basis: 

Source: 

WARM Toxicity Database 

60 acres 

approximate area of sediment in Borst Lake 

site reports, King County iMap 

Range: 2-10 

Substance Quantity Score: 10 
Range: 1-10 



2.1 Containment 

Description: 

Source: 

substances in sediment in direct contact with surface water 

site reports Containment Score: 1 O 

SUBSTANCE PARAMETER CALCULATIONS 

Human Health Pathway 
SUBh (Human Toxicity+ 3) x (Containment+ 1) + Substance Quantity 

Environmental Pathway 

SU Be (Environ. Toxicity + 3) x (Containment + 1) + Substance Quantity 

2.0 MIGRATION POTENTIAL 

2.2 Surface Soil Permeability 

Description: sediment in contact with surface water 

Source: site reports 

2.3 Total Annual Precipitation 

Amount (in.): 61.5 

Source: NOMNCEI 

2.4 Maximum Two-Year/24-Hour Precipitation 

Amount (in.): 3.3 
Source: 

2.5 Flood Plain 

Classification: 

Source: 

2.6 Terrain Slope 

Degree of slope: 

Source: 

NOMAtlas2 

in 100 year floodplain 

iMap 

sediment in contact with surface water - max score 

site reports 

MIGRATION PARAMETER CALCULATION 

Range: 0-10 

j 1s3.ol 

1 a5.o 1 

Soil Permeability Score: 7 

Range: 1-7 

Annual Precipitation Score: 4 

Range: 1-5 

24-Hour Precipitation Score: 3 
Range: 1-5 

Floodplain Score: 2 

Range: 0-2 

Terrain Slope Score: 5 
Range: 1-5 

MIG =Soil Permability + Annual Precip. + 24-Hour Precip. + Floodplain + Slope I 21.0 I 



3.0TARGETS 

3.1 Distance to Surface Water 

Name: 

Distance (fl): 

sediment in contact with surface water 

0 Distance to Surface Water Score: 1 O 
Source: site reports Range: 0-10 

3.2 Population Served within 2 Miles 

Population: O Population Served Score: o 
Source: DOH SWAP Map, VVRTS Range: 0-75 

3.3 Area Irrigated within 2 Miles 

Basis: closest active irrigation water rights from Snoqualmie River are approximately 
2.2 miles downstream 

Area (acres): 0 
Source: WRTS 

3.4 Distance to Nearest Fishery Resource 

Name: Snoqualmie River 

Distance (ft): 

Source: 

1200 (approximate length from Lake outlet to River 
via the water) 

iMap 

3.5 Distance to Nearest Sensitive Environment 

Name: contamination within wetland area (Borst Lake) 

Area Irrigated Score: 

Range: 0-30 

Distance to Fishery Score: 

Range: 0-12 

0 

9 

Distance (ft): o Distance to Sensitive Environment Score: 12 

Source: site reports, National Wetland Inventory Range: 0-12 

TARGET PARAMETER CALCULATIONS 

Human Health Pathway 

TARh Dist. to Surface Water+ Population Served+ Area Irrigated 

Environmental Pathway 

TARe Dist. to Surface Water+ Dist. to Fishery+ Dist. to Sensit. Environ. 

4.0 RELEASE 

Evidence of 
release? 

The 1993 investigation report did not find any individual chemicals out of 
compliance with the NPDES permit in the effluent samples. Perthe WARM 
Scoring Manual, discharges in accordance with an NPDES Permit are not 
scored as releases. There is no surface water data in the site file collected 
after the NPDES permit became inactive. 

I 1 o.o I 

I 31 .0 I 

Source: site reports Release Score (REL):I 0.0 

Range: o ors 



SURFACE WATER ROUTE CALCULATIONS 

Human Health Pathway 

SWh =(SUBh x 40/175) x [(MIG x 25/24)) +REL+ (TARh x 30/115)) / 24 DITl 
Environmental Pathway 

SWe =(SUBe x40/153) x{(MIG x25/24)) +REL+ (TARe x30/34)}/ 24 om 
Range: 0-100 



CSID:10346 

Site: Weyerhaeuser Snoqualmie Mill 
Not scored. 

Worksheet 5 
Air Route 



CSID:10346 
Site: Weyerhaeuser Snoqualmie Mill 

1.0 SUBSTANCE CHARACTERISTICS 

1.1 Human toxicity 

Worksheet 6 
Groundwater Route 

Drink. Wat. Stnd Acute Toxicity Chronic Toxicity Carcinogenicity 

Substance 

TPH-Ox (naphthalene) 

Value 
(µg/L) 

PAHs (benzo(a)pyrene) 2.0E-01 
arsenic 

Maximum score: 

Bonus points: 

1.0E+01 
10 
2 

Value 
Score (mg/kg) 

X 4.9E+02 
10 5.0E+01 
8 7.6E+02 

Source: WARM Toxicity Database 

1.2 Mobility 

Substance 

Solubility 
Value 
(mg/L) Score 

TPH-Dx (naphthalene) 3.1 E+01 1 
PAHs (benzo(a)pyrene) 1.6E-03 0 

arsenic K >1 3 

Value 
Adj. CPFo 

(risk/mg/kg-
Score (mg/kg/day) Score day) Score 

5 2.0E-02 1 
10 3.0E-04 5 
5 3.0E-04 5 

8.0E-01 
X 
5 

1.5E+00 7 

Human Toxicity Score: 

Range: 1-12 
12 

Maximum value: 3 Mobility score: 3 

Source: WARM Toxicity Database Range: 1-3 

1.3 Substance quantity 

Quantity: approximately 30,000 yrf 

Estimate of area of contaminated soil on site, based on the best available 
information in the site files. Based on the large amount of uncertainty in the 

Basis: available data for the 2005 TPH excavations, in these areas estimated volume 
of contaminated soil was based on pre-2005 information, giving a conservative 
estimate of remaining contaminated soil in these areas. 

Source: 

2.1 Containment 

Description: 

Source: 

site reports Substance Quantity Score: 5 

Range: 1-10 

documented contamination in soil and groundwater 

site reports Containment Score: 1 0 

Range: 0-10 



SUBSTANCE PARAMETER CALCULATION 

SUB =(Human Toxicity + Mobility + 3) x (Containment + 1 ) + Substance Quantity 

2.0 MIGRATION POTENTIAL 

2.2 Net precipitation 

Amount (in.): 

Source: 

41.5 

NOAA NCEI, ESRI 

2.3 Subsurface Hydraulic Conductivity 

I 203.0! 

Net Precipitation Score: 5 

Range: 0-5 

Description: soil above shallowest groundwater is primarily sand/gravel fill 

Source: site reports Hydraulic Conductivity Score: 4 
Range: 1-4 

2.4 Vertical Depth to Aquifer 

Depth {ft): documented contamination in groundwater Depth to Aquifer Score: 8 

Source: site reports Range: 1-8 

MIGRATION PARAMETER CALCULATION 

MIG =Depth to Aquifer+ Net Precipitation + Hydraulic Conductivity 111.0 I 
3.0TARGETS 

3.1 Aquifer Usage 

Description: Not used, but usable. (reflects Shallow Aquifer conditions - see Special 
Considerations for details on Groundwater Target Scoring) 

Source: site reports, DOH Find Water System/SWAP Map Aquifer Use Score: 2 

Range: 1-10 

3.2 Distance to Nearest Drinking Water Well 

Distance (ft): No wells in aquifer. (reflects Shallow Aquifer conditions - see Special 
Considerations for details on Groundwater Target Scoring) 

Source: site reports, DOH Find Water System/SWAP Map Well Distance Score: 0 

3.3 Population Served by Drinking Water Wells within Two Miles 

No. of people: 0 

Source: site reports, DOH Find Water System/SWAP Map 

3.4 Area Irrigated by Wells within Two Miles 

Area (acres): O 
Source: site reports, DOH Find Water System/SWAP Map 

Range: 0-5 

Population Served Score: 0.0 
Range: 0-100 

Area lnigated Score: 0.0 
Range: 0-50 



TARGET PARAMETER CALCULATION 

TAR =Aquifer Use+ Well Distance+ Population SeJVed + Area Irrigated 

4.0RELEASE 
Evid. of release? documented contaminated groundwater 

Source: site reports 

GROUNDWATER ROUTE CALCULATION 

GW = (SUB x 40/208) x {(MIG x 25/17) + REL + (TAR x 30/165)} / 24 

2.0 

Release Score (REL):~ 

Range: o ors 

[El 
Range: D-1 oo 



Washington Ranking Method 
Route Scoring Summary and Ranking Calculation 

CSID: 10346 
Site: Weyerhaeuser Snoqualmie Mill 

Human Health Route Scores 

Pathway Score Quintile 

Surface water 35.7 5 

Air 0.0 
Groundwater 

Quintile 

High (H) 

Middle (M) 

Low (L) 

(H2 + 2M + L) / 8 

49.4 

Value 

5 
4 

Environmental Route Scores 

4 

Pathway Score Quintile 

Surface water 34.9 4 
Air 0.0 

Quintile Value 

High (H) 

Low (L) 

(H2 + 2L) / 7 

4 

FINAL MATRIX RANKING 

Human Health Pathway Quintiles - based off February 2021 HSL 

Quintile Surface Water Air Groundwater 

1 <= 7.3 <= 8.6 <= 24.1 
2 7.4 14.7 8.7 16.4 24.2 33.2 
3 14.8 21.1 16.5 25.8 33.3 40.4 
4 21.1 29.7 25.9 40.2 40.5 49.7 
5 >= 29.8 >= 40.3 >= 49.8 

Human Health Priority Bin Score:! 4.1 

Environmental Pathway Quintiles - based off Febrauary 2021 HSL 

Quintile Surface Water Air 

1 <= 11.3 <= 1.2 
2 11.4 24.1 1.3 1.5 
3 24.2 32.5 1.6 13.8 
4 32.6 49.6 13.9 26.5 

5 >= 49.7 >= 26.6 

Environmental Priority Bin Score:I 2.3 

Human Health Environmental Priority 

Priority 5 4 3 2 1 n/a 

5 1 1 1 1 1 1 
4 1 2 2 2 3 2 
3 1 2 3 4 4 3 

2 2 3 4 4 5 3 
1 2 3 4 5 5 5 

n/a 3 4 5 5 5 NFA 
n/a - not applicable 

NFA - no further action Site Rank:I 1 I 



TEXT SUMMARY OF WORKSHEETS 3 THROUGH 6 

The following is a summary of Washington Ranking Method (WARM) scoring for the site. To request the 
full details of scoring in an accessible format. please contact Ecology. Additional information on WARM, 
including the scoring options for individual questions and the equations used to convert individual 
question scores to route scores and then to an overall site rank, is available in the WARM Scoring 
Manual1. 

Worksheet 3 - Substance Characteristics for Multiple Unit/Substance Sites 

Worksheet 3 was used to select a unit for scoring the groundwater pathway. The equation to determine 
the subscore for a unit considers human toxicity and containment of contamination. The sawmill and 
plywood mill areas tied for the highest subscore, followed by the dip tank, UST/AST, lumber shed, and 
Morbark chipper areas. The mobility of contaminants in each area was used to determine which of the 
highest scoring areas would be used in scoring. The sawmill area had contaminants with higher mobility, 
and was selected as the area used in groundwater route scoring. 

Worksheet 4- Surface Water Route 

The substances selected for scoring the surface water route were toluene, phenol, and 3-methylphenol. 
These substances earned a score of 1 a out of 12 for human toxicity and 2 out of 1 O for environmental 
toxicity. Substance quantity scored the maximum, based on the estimated area of sediment in Borst Lake. 
The maximum value was given for substance containment, since contaminated sediment is in direct 
contact with surface water. 

Scoring of the migration potential of contamination into surface water includes questions on soil 
permeability, total annual precipitation, maximum precipitation, location of the Site within a flood plain, and 
slope of the terrain between contamination and surface water. The migration potential subscore was 21 
out of a possible 24. 

The Site scored the maximum possible points for distance from contamination to surface water and 
distance to nearest sensitive environment based on contamination detected In sediment within the Lake. It 
scored 9 out of a possible 12 points for distance to the nearest fisheries resource, the Snoqualmie River. 
There were no identified uses of surface water for drinking or irrigation within 2 miles of the Site, so the 
score for those questions was 0. Because the only available information from Lake Borst was collected 
while the Site was covered by an active National Pollutant Discharge Elimination System 
(NPDES) permit, and no violations of the permit for surface water were noted, a score of O was given for a 
release based on the WARM Scoring Guidance. 

There are two final scores for the surface water route, one for human health and one for environmental 
health. The human health score was 35.7 and the environmental health score was 34.9, both out of a 
possible 100. 

1 https://apps.ecology.wa.gov/publications/documents/90014.pdf 



Worksheet 5 - Air Route 

The air route was not scored. 

Worksheet 6 - Groundwater Route 

The substances selected for scoring the groundwater route were naphthalene (representing diesel range 
petroleum hydrocarbons), benzo(a)pyrene (representing polycyclic aromatic hydrocarbons), and arsenic. 
These were selected based on the results of Worksheet 3. These substances earned the maximum 
scores for toxicity and mobility. Substance quantity scored 5 out of 10, based on estimated volume of 
contaminated soil. Since groundwater is confirmed to be contaminated, the maximum score was given 
for substance containment. 

Migration potential was scored using net precipitation, hydraulic conductivity, and distance between 
contamination and the aquifer. Maximum scores were given for all of these parameters based on an 
annual net precipitation of 41.5 inches, sand and gravel soil above the shallowest groundwater, and 
contamination having already reached groundwater. 

Groundwater target questions were answered based on conditions in the Shallow Aquifer. A detailed 
explanation of the selection of that aquifer for scoring can be found in the Special Considerations section 
of Worxsheet 1. Aquifer usage was considered not used but usable, scoring 2 out of 10. Based on an 
absence of water wells in this aquifer, scores of 0 were given to questions relating to usage for drinking 
water and irrigation. The maximum score was given for release, based on documentation of groundwater 
contamination on Site. 

Groundwater scoring does not include an environmental score, so only an overall score for human health 
was calculated. The human health score was of 44.6 out of a possible 100. 

Route Scoring Summary and Ranking 

Route scores were converted to quintile values using the quintiles calculated after the publication of the 
February 2021 Hazardous Sites List. Quintile values were then entered into the WARM ranking 
equations to establish human health and environmental priority bin scores. Priority bin scores were 
rounded up to the nearest whole number, per the WARM ranking manual, and converted to a final rank 
using the final ranking matrix. 

For human health, the surface water route received a quintile score of 5 and the groundwater route 
received a quintile score of 4. The priority bin score was 4.1, which rounded up to 5. For environmental 
health, the surface water route received a quintile score of4 . The priority bin score was2.3, which 
rounded up to 3. Entering the bin scores of 5 and 3 into the ranking matrix resulted in an overall site rank 
of 1.Site ranks range from 1 to 5, with a rank of 1 indicating the highest risk relative to other ranked sites 
in Washington state. 



FIGURE 1. Site and surrounding area. Base figure ls 2019 aerial basemap from King County iMap. 



FIGURE 2. Location of mill structures during operations. Only commercial structures are shown, residential areas are not 
identified on the figure. Planning Area designations are related to the potential redevelopment. Figure from Farallon 
(2019) Summary of Environmental Investigations and Cleanup Activities. 
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duplicate samples were collected. The location with 4 values indicates a sample and duplicate with concentrations above 
the above the target PCB concentration; an additional 6 inches of soil was excavated in this area, and then another 
excavation base sample and duplicate were collected in this location. Figures from HOR Engineering (1990) Plywood 
Plant Fire Site ... Cleanup Summaries, Risk Assessment, and Site Hazard Ranking Report 



0 100 200 300 -------~.§c3,nrwt I 

Nw 0raw1na by Myton Andetaotl & hlOdnlN 
"Monllolng Welli Set l1f &Mammen1al eon.un.rta 0.0.P 
MlW82 

Sl1E VlaNITY MAP 
Flgww 1 WEY.ool41 

e.92 
Ddan, 0lmMld & Fuglwand Inc. 

FIGURE 9. Approximate area of geotextile liner installed around T-12 indicated by FormerT-12 Transformer Site boundary. The T-12 soil excavation was a 
smaller area around location MW-2 on the figure. Figure from Dalton, Olmsted, & Fuglevand (1994) Additional Assessment of PCB Contamination, T-12 Area. 



Approx. Extanl al 
I 

7 6 S 4a 4b 
Oeoeext!Je and Sal Co,er7 

3 2 1 la lb le ild 
I 

I 

H 

G 

F 

r- ------, 

<0.25 

X X 1.t 

X 1.2 u 11 O.IM 0.40 X 

. 
i 

: ' 'Ji ' j 
I 1 
l I ..... 

I 

H 

.E 

D 

E 

D 

C 

B 

A 

I X 
I 

X B.7 S.O 4.J U 0.71 0.32 C 

9.1 z.g O ... 2A 

X 18 CUl8 1.0 7.7 U 

Aa X 0.11 1..0 o.n 11 s., ,.2 

Ab 

Ac 

Ad 

Ae 

Af 

7 
~Gnd 

Olpbllllb1 

6 5 4a 4b 

PC8Cerc.lntl!MI 
~ Sampli "PCB Cane. '" uolg 
Orldl wtll, "X" npallld ti,, ~ ~ be Ina Dian 1.0 mg11cg 

0 50 100 

Retacilgrid..cdt 

3.7 1.7 X 

, 
,GID-.. 

,' 9 

! Ab 

i 
!Ac 
!Ad 
! 
jAe 
~---·-

' ,I 

1 "a J lb le ld 
',I 

I 

150 T·12~ 
S-oq1. trh MIi $ill 

SUttace ScD Samplt10 Grid 
WEY-COi Rg&n II "'-di 19113 
Dal0n, Chlllld & ~ kw:. 

FIGURE 10. PCB concentrations in near-surface soil under and near the geotextile barrier nearT-12. Figure from 
Dalton, Olmsted, & Fuglevand (1994) Additional Assessment of PCB Contamination, T-12 Area. 



1,!q I ~,, 0 

FEET ~ 

BORST LAKE 

LEGEND 
• IIIIIMGUJCATil»il 

w--, IIEP1H DI F'EET 

MW03-oot IOITIIUNG \IELL ~TIDN 
♦ 

C2GIV11GJ TPH ll£SUI. TS IN NG11CG 

MVOll3-GN.♦ 

SASH GANG 
AREA 

CSESEUtOVY mu 

MVOll3-oa5 

• 
SU-4-5 
C881240> 

Sl.1-4-1 
(<17/(67) 

V~Ll-6-1D 
✓ (Q4/(69> r<~~ 

NV003-00l L Sl.1-1-10 
♦ (<12/(41> 

I.Iii NMI. MCA 

NVII03-003 (<16/(62) 

♦ Sl.2-3-5 
. <26GCl/8'00) 

[ 
s~-~ 

jr-~-------1 Sl.2-2~0 

MVIII03--GIJ'1 

o~~· 
Sl.2 4-~ 
((13/<S!) 

FIGURE 11. Soil sampling results in the Sawmill Area. Soil was removed from this area during the 2005 excavations, but 
the location of the excavation cannot be detennined from the infonnation available in the site file. Figure from Delta (2004) 
Level Ill ESA. 



r 
Approximate AIN ol 

PropoNd Soll Excevetlon 

I 

----- aaz1 

\ 
\ 
l 
\ 
\ 
\ 
I 
\ 

\ 
\ 
l 
I 
\ 
\ 

' \ 

a .. ~1 
Gnlllfll Road ~ l'I 171/U~ 

~AIU~ 

--------~~~j-8 ~ ..... . 
NDIND ... _. LEQENP 

..... • Seil 8octng■ COff1lil1ld br Delta, Mlnr,I .. Zl08 

A1-8 • ~ Moltlllnv YM 

(4) 24CIID.2 I~ DlpllJ TPH 01taNne.lBIN..,. Cono■nnton, In Soll (mall!D), 
Nnipild on Mllrdl 31 ■nd Apll 1, ZX15 

1,eow.tl) DINoMd TPH-Gnollne .__ COUIMillallcw,■ In ~ (1191L~ 
~onAp,11,2005 

....... 
• 

Former UndfllUrouncJ Storage 
TankArea 

--Approximate Extent of Soll 

• 

Excavellon, November, 1989 

•ua-1s ) 

I 
I 

----~ I 
I l 

I I APf'RallCAlE 

·---------- - -----
f'IQUREI 

l'OIIMl!!II U8T AREA IOILAND GROUNDWATER 
TPH CDNCENTMTION MAP 

W.,.,.-~L__,• 
SnoqualnN, ~lt1l11c,M1 

M0.9Cl'Na. DIWl!llff 

FIGURE 12. Area of remaining contaminated soil in the UST Area as of 2005. Additional soil removal was done in this area as part of the 2005 excavations, but 
the extent of that excavation cannot be determined from the available information in the site file. Figure from Delta (2005) Supplemental ESA for Former UST/AST 
Area. 



LEGF.:~D 
~ 

QW1'1II ~~ ~ 
• ..-uaTIDII 

~ JlarntM FUT 
S3.2-3-5 

(200/n0> ] 

S3,2-3-10 
(150/'20) 

S3,2-6-5 
<i!400/7200 

S3,1-11-1 
<'200/14000) 

SJ.1-10-1 
((14/™ 

s 

a 

:J: 

~I 
.j 

SJ.1-1-10 
(18000/34000) 

D 1 "' z 
..J 

Sc 
0 

S3.2-2-5 I I 
(4200/1:5000) FEET 

AST REMEDIAL 
EXCAVATION 

S3.2-t-10 
(4400/18000) 

S3.1-9-
<<1Ol<<10> 3.1-3-5 

C<l8/(7i!) 

SJ,1-3-10 
S3.1-B-10 
ri<16/(6S) 

OIL~ «l71<68> 

110 

FIGURE 13. Soll concentrations of TPH-Dx in the AST Area. Indicated Remedial Excavation boundaries are for the 1989 soil excavation. Additional soil 
excavation in this area was done as part of the 2005 excavations, but the area of excavation cannot be determined from the infonnatlon available in the site file. 
Figure from Delta (2004) Level Ill ESA. 



a) 

LEGENQ; 
e WATER 6l/PPl.Y WELi. .. AESI LABEL FOR 

WEUREPORT 

♦ =~WELL.AUi lAIIEl FOR 

AESI PROJECT NAME 

Q .LllllSITE 

0 T0KUL W...TER RIGHTS 

• IIOUTHWEU.FIEW 

Q NORTH WELL FIELD 

WASJEWATER TREATMENT Pl.NIT 

◊ SNOOUALMIE CASINO SE.Wl!R 

D 8HAU.OW AQUIFER 

♦ SAHDANDGRAVEL/BEDROCIOIIHING 

/ CROSS SECTION 

l!I CfTY BOUNDARY 

"'"'-- CONTOUR 100 FT 

C0NT0U,q 20 FT 

NOTE: IIJ04 01' IIU. SIIE ii AT £11\11,l'IOl 41J-Clf 
NOWW. lltl'Qllfl~ '1Jlll•lol 
Dl!Jim.,uJ I illfflJltNCU. ,a:a,,,_CQ.._,_ 
.,..,_.,...__CIUlllf•r.CO<TCUIS,_I_ 
,s.t.CIIWl.,,tllllilll~1rl-4 mt-.i•--P.•• .. --......-'°""'"""'--KCDll_ ... ~nn IIJM""'-"Cll...__.....,,._., .., .. _,.,,_,_,,,. , ..... ._._,_,_..,_, 

N 

A 
IIIO ,,_ 

l'trT ~-==--~= -.ms-a ti 

"'°'""' 

•••oclat•d 
oorlh &c lencos 
I II" , I I I • 

WELL LOCATIONS 



b) 

A' 
IIOUIH 

no 

i -

em 

I a i1 M3 

I I i ~ 11 -:I I:: JI ll tJ 
420 

~.=:: 
TDH.r ow ,eo 

H WO t1t0 
XIO 

- - - - -·- - -J.-Ul!O - --
lDZJZ' 

Kl -
Opln 

-- ' . -- --.. ----- -- ......... ----
---.. ___ _ 

--. _________ ,_,_ 

~ 

1111 

120 

eo ------ ---- --- ------ -·------ --- ...... 

I I I I 
~TAI. DISTANCE lfttf) 

U!l!!!!!. 

" _,1.1. ... H0LOCEHE PEAT ... H0L0CEHE Oll,.IMLN 
H lt0l..0aHl IACUSTl!l'IE 

°'"' Y-kECfSlll<Jll,l,I. DU1WO&H 
0El TA• C0AASf OAANO 

Qw VAaMJN ll(cts&ICNAI. DIJTWAIIH 
IHlrf?RENTlllffll 

CM Y-UIOQfMENT n1L 
11,9 VAIIHOH NNNi/1:2. OUlWA&t 

°"" VAll><OH MNN<a LACUaTIIM 
QIOI --IHJ~f1'RlNTIAIW 
Qol,gf l'IIE4.Ylll'I.\ GIJ,QAI. nu. 
'-"' -'l'lll'IAIACIJSTllHE - 1'11£,(Jl'l'llf'IAFUNW,_ 

fllEo,w,,IED - l'AE,Q.Yllf'IAR.IMAI. 
CONISl!CIRANJ) 

Q>o,, PN;.(JL'l'Uf'lllUHCllfFEfllljJl,\TtD .. lltllR0CIC 

B COMseliRAMD 
LOW-Urt-now IWIRIIR 

1 CJ:P\.OR,l~IW[U 

II IICIIE[MmllfttRVAI. 

c:::::J A0111'fR 
ST S>t.11.1.0W 
ff TOIU.CtlttlCDO.T.\ 

""' 
__,_ 

01F ~ -,,, 0ROUNIJWATPI now D111£eTICN 

ID TOTAI.DV'IHCIF-t<O 

--... ceOI.OGIC COIIUCT --... 
"Cc.Al. ... 

-T~ UAOOER,\llOH •Ill 

IIIOClllld 

earth 1cla t1 c11 
" t 1J a , ~ • 

HYDROGEOLOGIC 
CROSS-SECTION A-A' SOUTH 

Ell SNOCUALMIE Mill SITE 
SNOCIUAU,IIE. WASHINGTON _,..,, 

120126H012 a 

FIGURE 14. a) Location of cross-section and b) portion of cross-section A-A' that covers the south end of the fonner mill, where groundwater contamination has 
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Sciences (2020) Soil, Geology, Groundwater and Geologic Hazards Report. 



c) UST area, facing northeast. The planer mill building is visible in the background on the right. 

d) North end of the fenced-off PCB area around T-12, facing northwest. 



a) Morbark Chipper area, facing south. 

b) AST area, facing east. Vehicles and office building associated with DirtFash are visible in the background. 



e) East end of the fenced-off Boiler Ash Fill Area, including the powerhouse buildin~. 

f} South portion of the Lumber Strapping Area, facing southeast The area was being used for log storage as part of 
commercial o . rations at the time of the site visit. 

" 

FIGURE 15. Photos taken by the Assessor during the April 2021 site visit. Many of the areas of contamination are 
currently open vegetated spaces, including the a) Morbark Chipper, b) AST Area, and c) UST Area. Fencing is in place to 
limit access to the d) T-12 Area and e) Boiler Ash Fill Area. The f) Lumber Strapping Area is within the portion of the site 
currently used for commercial activities, specifically the area used by Merrill & Ring lumber company. 




